
Material Safety Data 
Sheet 

U.S. Department of 
Labor 

May be used to comply with Occupational Safety and Health 
Administration

OSHA's Hazard Communication Standard, (Non-Mandatory Form)
29 CFR 1910.1200. Standard must be Form Approved
consulted for specific requirements. OMB No. 1218-0072

Manufacturer's Name 
Identicomm Inc. 

Emergency Telephone Number 
 1-800-433-5769

Address (Number, Street, City, State, and ZIP Code)
1122 South 95th Street 

Telephone Number for Information 
 402-392-1234 

PO Box 24269 Date Prepared: 
April 4, 2004

Omaha, NE 68124 
Product Identification  ID 5, ID 10, ID 15 P, ID 20, 
 ID 40 P,   ID 40 C, ID 35, ,Pro Pad 
 

Section II - Hazard Ingredients/Identity Information  

Boiling Point       Petroleum 
Hydrocarbon CAS #64741-96-4 

Not applicable OSHA PEL: 5mg/M3 
  

ACGIH 
TLV 
5mg/M3 
  

Vapor Pressure (mm Hg.) Not 
determined 

Flash  Point 300 degrees 
F 

Vapor Density (AIR = 1) Not 
determined 

Evaporation Rate 
(Butyl Acetate = 1) less than 1 N/A 

Solubility in Water 
 Easily soluble in hot water.  Soluble in cold water

Appearance and Odor  Fingerprint Pad with light black  ink. Negligible odor

Section IV - Fire and Explosion Hazard Data  

(Reproduce locally)    Not Applicable OSHA 174, Sept. 1985

Section V - Reactivity Data  

Route(s) of Entry:  
   Eyes – Yes 

Inhalation? 
    No 

Skin? 
    No 

Ingestion? 
Yes 
 

Health Hazards (Acute and Chronic) 
  



 Contact may cause eye irritation.  Ingestion of material may cause gastro-intestinal 
irritation. 
  

  
  
Carcinogenicity: 
    

NTP? 
       No 

IARC Monographs? 
      No 

OSHA Regulated? 
       No 
 

  
  
Signs and Symptoms of Exposure 
 Eye irritation, nausea 
 
  
Medical Conditions 
Generally Aggravated by Exposure 
 None Known 
  
Emergency and First Aid Procedures 
  
 Eyes:  Flush with water for at least 15 minutes.  Ingestion:  Do not induce vomiting.  
Call a physician immediately. 
  

Section VII - Precautions for Safe Handling and Use  

Respiratory Protection (Specify Type)Not applicable 
  
Ventilation 
   Not 
Applicable 

Local Exhaust 
     None 

Special: None. 
 No special waste disposal method needed 
 
 
  

  
Mechanical (General) 
     None 

Other 
 Avoid staining clothing with ink. Keep lid closed 
when not being used. 
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